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All India Institute of Medical Sciences, Gorakhpur

(FATRT TAURIR G AUHATAIHR AR B R GRS @IS 1T)

Ref. no: - AIIMS/GKP/Admin/2024-25/027 dated:03.04.2024

Subject: Proposal for the procurement of Endoscopic Ultrasound for Deptt. of
Gastroenterology AIIMS, Gorakhpur Under Proprietary Article Certificate for
compatibility basis with existing installed video endoscopic System.

The department of Gastroenterology is going to procure Endoscopic Ultrasound
for Deptt. of Gastroenterology AIIMS, Gorakhpur Under Proprietary Article
Certificate for compatibility basis with existing installed video endoscopic
System of MAKE : M/s Olympus Medical Systems India Pvt. Ltd. having our
registered office at Ground Floor, Tower-C, SAS Tower, The Medicity Complex,
Sector-38, Gurugram — 122001, Haryana, is subsidiary of M/s Olympus
Corporation, Japan who are established and reputable manufacturers of the
above said equipment having their office at 2951, Ishikawa- Cho, Hachioji-shi,
Tokyo 192- 8507, Japan through the authorized firm M/S Puri international,
having their registered office at 17, Gopal Nagar, Near Krishna Nagar, P.O.
Manas Nagar, Lucknow-226 023 (U.P.), proprietary article certificate, certified by
user is attached.

The above-mentioned document is being uploaded for open information to
submit their objections comments, if any firm any manufacturer regarding
proprietary nature of the equipment/ accessories/ item within 14 days from the
date of issue/ uploading of the notification.

The comment should be received by office of administrative officer, Medical
College at AIIMS, Gorakhpur on or before 17th April 2025 up to 17:00 Hrs. Email:
procurementcell@aiimsgorakhpur.edu.in failing which it will be presumed that

any other vendor is having no comment to offer and case will be decided on
merits.

S/D
Administrative officer
AllIMS Gorakhpur

FAREIE, TREYR, STRUSI-273008

Kunraghat, Gorakhpur, Uttar Pradesh 273008
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Technical Specifications for add on endoscoplc Ultrasound on compatibility basis with existing

installed Video Endoscopic system

1) Add on Ultrasound Processor

c- L
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Compact and easily transportable one € cart System/Unit, ease to move on trolley.
Should have SWQ for absolute value of tissue otiffness within a regian of interest.
Ultrasonic Processor should provide colot doppler, Power doppler and H- flow for
eltective contirmation of blood flow, pulse wave, B Mode, color flow.

Should have Tissue Harmome function and Elastography function available to
confirmation of relative thickness of tissue to confirm the possibility of malignancy.
Should have [lastography with i ELST function, strain ratio & strain histogram.

Should have Shear wave quantification (SWQ) feature. swa (Software Options)
Calculates and displays transmission speed and olasticity of shear wave in ROL.

Should have S-focus/ E focus function for full range focusing eliminating anual focus
adiualment

The processor should be integrated lor electronic and mechanical scanning

Siould have capacity to record at least 1 minute to 3 minutes video with its retrieval.
Should have facility for contrast EUS

Should have capacity to record at least 1 minute to 3 minutes video with its retrieval
Option to choose frequency range: 5-12 MHz, by self or by adding compatible system.
Dedicated and user-friendly keyboard.

Genera.ed frequency range: Preferably up to 20 MHz

The keyboard should have a large LCD touch panel that allows a greater range ot
functions to be displayed at one time, backlit keys, and a trackpadf trackball for eas=
of use and cleaning. :

Retrieve Image through USB port to record.

GAIN, contrast and STC functions for adjustment of image.

Should have LE reduction function to intensive signals. :

Should have combined contrast harmonic & tissue harmonics made {C- THE}

Shouid have persistence mode for 3D image smoothing.

should have Cine Memory of storing more than 1500 frames.

Quoted processor should be fully compatible with the installed Olympus Videa system ;
model CV-190 & CLV- -190 video processor and light source having real l:me optical
enhancement technology

2KVA isolation transformer should be provided to protect the Ultrasound Processor
against electric surge, and should be supplied with Trolley and 26 inch Mon,mr screen:
Quoted processor should have optional software to upgrade in future.

i inear:
of- pre 2ot &\‘\3$“L ! z);,gﬁ%gg_gn Ultrasonic Video Gastro Enduscope Line
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Shr,-u-f_i have following 1< hnical Spo(:if|cm.mm/featureF

should have high resolution. auality Endobcow image
Should have EUS images with 1our or more eeﬁectab\e irequencnes from 5- 12 Mz
should have Color Doppler, Puwer Doppler for eifectwe confirmation of blood flow,
should have Pulst Wave Doppler H- Fiow mode B- Mode and ELST mode with Strain
Ratio & Strain Htsiogrum

Should have 4 or more ‘remote swnchés in sco"p'e the control bodv for frequentw calling
desired functions such as Freeze and unfreeze. .

Should have |ens c1eamng functlon for keepmg t‘ne endoscoplc held of view clear.

-ADMN/349/2024-0/0 DDA AlIMS GKP
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The distal end should have a short rigid portion for less trauma to the patient.

Video scope should have therapeutic capability for fine needle aspiration and fine
needle biopsy

EUS scope should be fully immersible for thorough deaning

Should have built in CCD at Lip and Real ime optical enhancement technology.
Should have compatibiity with SWQ (shear wave quantification) feature provided in
the FUS processor

Should have detachable Ultrasound cable for easier handling, reprocessing & storage.
Should have Tissue Harmonic function for enhanced EUS image.

Should be fully compatible with installed Qlympus Video system model CV-190 & CLY-
190 video processor and light source for Endoscopic Images

Depth of Field: 3-100mm

Scanning Methed: tlectronic curved linear array

Frequency Range Electronic probes: 5 to 12 MHz

Scan Range: 180 degree or better

Field of view: 100 degree or more

Direction of view: 55 degrees Forward oblique

Insertion tube outer diameter: 12.6 mm or less

Distal end outer diameter: 14.6 mm or less

Instrument channel diameter: 3.7 mm or more :

Angulation Range: UP/Down 130/90 degree or more, Right & Left 90/90 degree or
more

Work Length: 1250 mm or more.,

Total Length: 1550 mm or more.

Minimum Visible Distance:6mm or less

Should be supplied along with Leakage Tester & carrying case

3) Add on Ultrasonic Video Gastro Endoscope Radial:

Should have following technical Specifications/features:

Q\damd(,e to the djstal cnd

Should have 360-degree Electronic radial scanning and offer good quaiity, greater
safety and enhanced ease of use. : :
Should have EUS images with four or more selectable frequenaes from 5-12. MHz
Should have Color Doppler, Power Doppler for effective confirmation of brood flow, o
should have Pulse Wave Doppler, H-Flow mode, B-Mode and ELST mode ELST mode :

with Strain Ratio & Strain Histogram .
EUS scope should be fully immersible for through cleanmg and should have detachable; ;

ultrasound cable. !
should have lens cleaning function for always keeping the ondoswmc held of vue\x

clear. 2 ‘
Should have short distal end diameter for easy maneuveramhty m.Duode 'um

Should have Slim outer diameter for smooth insertion in' to throa & P‘rm ;
Should have compatibility. wuth Shear wave Quantsflcatlon to.ﬂ-_:,_‘ iver flbrosns_m B i
Mode and Elastography mode = ‘ : 2 - i

should have 4 or more remote sw:tches in scope the C;:.,. ‘

desired functions such as Frecze and unfreeze &
Should have detachable Ultrasound cable for ea5|er handhng, reprocessmg & storage

Should have D-Cut design Distal end for easv removal of baHoon band and to prevent

rol bbdy for fregh'e_ntl_y'célligg' :

pmfessof %
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% )
Should have an optimal desipn fur o

Video scope should have an instrumeny channel,
*  Depth of Fielg (view) 3 L00mM

Scanning Method: e ‘ctronic R
Frequency Range [l
Scanning Range:

MY Insertion and remaoval of the balloon

adial array

Ltronic probes: 5 to 1 MHz
360 degree

Field ot view: 100 degree or more
Direction of yiew: 50 degree forw
Msertion tube outer diameter: 10.
Distal end outer di
Instrument chann
Angulation Range:
more

Work Length: 1250 mm or more.

Total Length: 1550 mm or more,
Minimum Visible Distance:5mm or less
Contact Method: Balloon method

Should be supplied along with Leakage Tester & carrying case

ard obligue,

9 mm or less
ameter: 13.4 mm or |ess

el diameter: 2.2 mm or more
UP/Down -130/90 degree or more, Right / Left- 90/90 degree or

ACCESSQRIES (from the same manufacturer)

3l EUS needies should be nitinol: FNA 22G - 20 Nos ., ENAB: 20n0.; 19G - 10 nos .
Extra water bottles: 2

bl Balloons: 20 Nos. extra each for radial and linear scope.

¢} Biopsy channel rubber valves (10 Nos.) extra each for radial and linear scope
d)  A/W valves - 02 Nos. extra each for radial and linear scope

e) Suction Valves - 02 Nos. extra each for radial and linear scope

Should also provide 1 CO2 insufflator and flushing pump of the same manufacturer,
Should provide 1 endoscopic cabinet for proper storage of scopes

The company should provide free of cost upgradation to the updated version of Endoscomc
Ultrasound Processor if it is launched in the Indian Market within 1 year of date of delwery
Should provide a computer with minimal following configuration : .
1. Processor-core i5 or better and with processor speed of 3 GHz or hlgher
Internal Hard disk-500 GB or more
Additional portable external hard disk-500 GB or more
RAM-4GB or more
Monitor-19 or larger, LCD
Keyboard, Mouse
Ink tank color printer with fac:hty of scanning and copylng
Licensed software-Windows 7 or newer

© PN s W

The system should include an UPS with power back up f0r3f)_ minutes or more o
. e, o ﬂi? d 3
General requlrements = / T i
* Ihe cr‘;rnpang should give 5 years comprphenswe warrantv (CMC) wnth Iabour and spares. The

0@“’? l‘ﬁ'@‘hﬂfufd quote for addntmnal 5 vcars CAMC P!ease mennon the cost of sparc s for the 3
Qﬁ‘ f‘?od fér 61h-10th year. 5 S e e 5 gau@ uo
<
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rate elsewhere | ~iEfen 2y ihis supplier that the instrument has not been supplied at a

difference . f] QWEFthaw the:rate quoted in the tender. If it is found to be so then the
. Gt s will be recovered from the supplier along with penal interest.
- e will be a 2-hig system i.e. technical and fintial

he compa ; 5 Ji ) ;

e RanY may be asked for a technical demonstration before opening the financial bid

. o i

s bd may be rejected on technical grounds,
¢ lhe quably shoy .
ould be BIS/ISO/CE.European/USFDA appfOVl‘_‘d‘
al o
o
‘i\{ \@\3{ N :
MY et a ~-
AR e Df. Pramod K. ¢
& S N '\Qp\‘ it . Professor & He:
\Y ?Q‘b '\O\p@ A Q?i\(\ Department of Gasi/ .
"R T Al India Institutc o0
S ~.Ansari Nagar, Ne
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OLYMPUS

Date: 25" February 2025 Ref No: OMSI/24-25/TR-004083

To,

The Executive Director

All India Institute of Medical Sciences
Gorakhpur, U.P

Sub: Compatibility cum Proprietary Article Certificate for Olympus Endoscopic Ultrasound
model EU-MES3 and Linear Ultrasound Scope Model: GF-UCT180 and Radial Ultrasound
Scope Model:GE-UE190 with existing & installed Olympus Video Processor (Model: CV-
190) and Olympus Xenon Light Source (Model: CLV-190) in the department of
Gastroenterology AlIMS Gorakhpur.

Dear Sir,

We, M/s Olympus Medical Systems India Pvt. Ltd. having our registered office at Ground Floor,
Tower-C, SAS Tower, The Medicity Complex, Sector-38, Gurugram — 122001, Haryana, is
subsidiary of M/s Olympus Corporation, Japan who are established and reputable manufacturers
of the above said equipment having their office at 2951, Ishikawa- Cho, Hachioji-shi, Tokyo 192-
8507, Japan.

This is to certify and confirm that Olympus Endoscopic Ultrasound model EU-ME3 having shear
wave technology, along with Linear Ultrasound Gastroscope Model GF-UCT180 and Radial
Ultrasound Scope model GF-UE190 are proprietary models of Olympus Corporation, Japan and
are fully compatible with existing and Installed Olympus Video Processor (Model: CV-190) and
Olympus Xenon Light Source (Model: CLV-190) in the department of Gastroenterology. No other
make Ultrasound Processor, Linear scope and Radial scope are compatible with installed Video
endoscopy system in the department of Gastroenterology.

We, further state the above-mentioned model of Liner Ultrasound Gastroscope Model GF-UCT

180 and Radial Ultrasound Scope model GF-UE190 having share wave quantification technology
which is compatible with Endoscopic Ultrasound model EU-MES3.

For any query/Clarification, kindly contact

* Robin Kaul: 9810431519
¢ Email id: robin.kaul@olympus.com

Thanking you,
For M/s. Olympus Medical Systems India Pvt. Ltd.

OLYMPUS MEDICAL SYSTEMS INDIA PRIVATE LIMITED.

) Ground Floor, Tower-C, SAS Tower, The Medicity Complex, Sector — 38, Gurugram- 122001, Haryana, INDIA
File No. AlIMSG-ADMi{34By29%-RGQGPY 1\1M2,E1G 19428 GIONY( ¥t ebsite: www.olympusmedical.co.in 1 CIN: U33110HR2009FTC039611
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OLYMPUS

Date: 25" February 2025 Ref No: OMSI/24-25/TR-004083
Authorisation Form

To,

The Executive Director,

All India Institute of Medical Sciences
Gorakhpur, U.P

Sub: Procurement of add on Olympus Endoscopic Ultrasound model EU-ME3 with Linear
Ultrasound Scope Model GF-UCT180 and Radial Ultrasound model GF-UE190
compatible with existing installed Video Processor (Model: CV-190) and Xenon Light
Source (Model: CLV-190) in the department of Gastroenterology

Dear Sir,

We, M/s Olympus Medical Systems India Pvt. Ltd. having our registered office at Ground Floor,
Tower- C, SAS Tower, The Medicity Complex, Sector-38, Gurugram — 122001, Haryana is
subsidiary of M/s Olympus Corporation, Japan who are established and reputable manufacturers
of the above said equipment having their office at 2951, Ishikawa- Machi, Hachioji-shi, Tokyo
192-8507, Japan.

1. We do hereby authorize Messrs. Puri international, having their registered office at 17,
Gopal Nagar, Near Krishna Nagar, P.O. Manas Nagar, Lucknow-226 023 (U.P.) to submit
a bid, process the same further and enter into a contract with you against your
requirement as contained in the above referred TE documents for the above goods
manufactured by our principal company.

2. No company or firm or individual other than Messrs. Puri international is authorized to bid,
negotiate, and conclude the contract regarding business against the specific enquiry.

3. The after Sales Services including Warranty, CMC would be handled directly by Olympus
Medical Systems India Pvt Ltd. The subsequent performance Bank Guarantee would be

submitted by Olympus Medical Systems India Pvt Ltd.

The authorization is valid up to the above referred Enquiry only.

Thanking you,
For M/s. Olympus Medical Systems India Pvt. Ltd.

OLYMPUS MEDICAL SYSTEMS INDIA PRIVATE LIMITED.

) Ground Floor, Tower-C, SAS Tower, The Medicity Complex, Sector — 38, Gurugram- 122001, Haryana, INDIA
File No. AlIMSG-ADMi{34By29%-RGQGPY 1\1M2,E1G 19428 GIONY( ¥t ebsite: www.olympusmedical.co.in 1 CIN: U33110HR2009FTC039611
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